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REVIEW OF PERMIT. PERFORMANCE STANDARDS -PERMIT CONDITION RESUIREMENTS

1. Subsfantiate the e/emenfs on fhrs inspection by checking the appropiate Wrtormance standard.
a. For COMPLETE rnspecfibns provide narative justification for any elements not fully inspected unless element rs nof

apprcpiate to the sife, r?l which case cfieck Not Applicable.
b. For PARTIAL inspections check only the elements evaluated.

2. Document any noncv,mpliance situation by rcfercnce the NOV fssued at the appropiate pefiormance standad /rsfed below.
3. Reference any namtives wntfen in conjunction with this inspection at the appropiate pertormace standad listed below.
4. Prcvide a bief status reportfor all pending enforcemenf acfions, permit conditions, Divison Orders, and amendments.

1. Permits, Change, Transfer, Renewal, Sale

Evaluated Not Applicable Comment Enforcement

TTTT
2. Signs and Markers MtrM T
3. Topsoil T lT T
4.a Hydrologic Balance: Diversions MnE T
4.b Hydrologic Balance: Sediment Ponds and lmpoundments ME tr T
4.c Hydrologic Balance: Other Sediment Control Measures TT tr T
4.d Hydrologic Balance: Water Monitoring TtrT I
4.e Hydrologic Balance: Effluent Limitations nu tr T
5. Explosives Mtr T tr
6. Disposal of Excess Spoil, Fills, Benches TTT T
7. Coal Mine Waste, Refuse Piles, lmpoundments TTTT
8. NoncoalWaste Ttr u l
9 Protection of Fish, Wildlife and Related Environmental lssues T trII
10. Slides and Other Damage I trlT
11. Contemporaneous Reclamation TTTT
12. Backfilling And Grading TTT tr
13. Revegetation I T TT
14. Subsidence Control rTtrI
15. Cessation of Operations Ttr T T
16.a Roads: Construction, Maintenence, Surfacing uTn u
16.b Roads: Drainage Controls nu T T
17. Other Transportation Facilities Ttr T T
18. Support Facilities, Utility Installations trn T n
19. AVS Check TTTT
20. Air Quality Permit T T TT
21. Bonding and Insurance fl T TT
22. Other T TtrT
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2, Siqns and tarkerc

Mine identiifcation signs are in place at the points of public access into the permit
area. The signs contrain the required information.

4,a Hvdrolooic Balance: Diversions

Top of culveft that leads into sediment pond #1 B is smashed. The operator plans on
replacing this culvert when installing other needed culverts at the mine site. The
operator has submitbd a Drainage Gontrol Amendment to the Division which was just
returned with deficiencies. Once this amendment is approved the smashed culvert
will be replaced. The culvert is still functional as efforts have been made to lift the
smashed poftion.

tl.b Hrrdroloqic Balance: Sediment Ponds and Impoundments

The open channel spill way from sediment pond #3 has been re-worked into a
ooncave design with the rip rap. Larger rip rap has been placed to the outside and
gradations of smaller rip rap towad the center. Water is still present inside of pond
#3, but has diminished substantially since the previous inspection.

5. Explo3lves

Information is being gathered for pre-blast survey of structures around the mine site
to keep on file in case blasting is ever needed.


